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 Feature
 PCI Express base spec 1.1 compliant .
 PCIe 2.0 Gen 1 Compliant.
 8 Port serial breakout cable .
 Eight independent UART channels controller with 16550 compatible register Set.
 Full 256-byte receiver and transmitter FIFOs, fully adjustable IRQ trigger levels

and automated flow-control.
 RS232 transmission Speed up to 115 kbps.
 Automatic Xon/Xoff Software flow Control.

 Certified by CE, FCC, RoHS, and Microsoft WQHL approval.
 Support low profile bracket

PCI Express 8-Port RS232 Low Profile Card
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 Specification

Dimension---------------------------------------------------

Bus Type PCI Express

Number of Ports 8

Transfer Rate 115Kbps

Dimensions 80 (W) x 68.9 (L)mm

Environment
Operating Temperature: -40°C to 85°C
Storage Temperature: -65°C to 150°C

OS Compatibility Windows XP, Vista, 7, 8, 8.1, 10
Linux 2.6.32 and newer
Linux 2.6.31
Linux 2.6.27

mailto:sales@mmui.com.cn


SerialCard
>IO-PCETFEE-8S

Address: Room 2113-2114,Huaneng Building,2066 Shennan Road,Shenzhen,China
Telephone: 0755-88851458

E-Mail: winsome.fang@emegatech.com.twsales@mmui.com.cn

1 - 3

CONTACT US

PCI ExpressSHENZHEN MMUI Co.,LTD

 Accessories
 1 x PCI Express 8-Port RS232 Card
 1 x Driver CD
 1 x 8-DB-9 (9 pin; D-Sub) Male Octopus Cable
 1 x Instruction Manual
 1 x Low Profile
Note: Contents may vary depending on country/market
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