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 Feature
 Oculink(SFF-8612) to PCIe convert
 Build in SFF-8612 connector, pin-out defined by SFF-9402 Rev1.1.
 Built- in PCIe ReDriver to extend PCIe Gen 4, 16GT/s differential pair signals
 Compliant with NVME Express 1.2a.
 Support PCI Express Base Specification Rev 4.0
 Support SSD_Form_Factor_Version1_a
 Compliant with SFF-8612 Specification Version 3.5.
 PCI_Express_OCuLink_1.0a
Applications
 Rack server
 Microserver and Tower server
 High performance computing
 Hareware accelerator
 Storage Controller HBA(Host Bus Adapter)
 Desktop PC/motherboard

PCIe4.0 X4 to Oculink（SFF-8612）Adapter
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 Specification

 Accessories
 1 x PCIe4.0X4 to Oculink（SFF-8612）Adapter
 1 x Oculink（SFF-8611）to U2（SFF-8639）Cable（Optional）
 1 x Half Height PCIE Bracket
 1 x User Manual

Note: Contents may vary depending on country/market

Bus Type PCI Express

Number of Ports 1Port

Dimensions 79.3x60mm

OS Compatibility Windows 7,8,8.1,10 or later
UEFI 2.3.1 or later
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